
SYS-6010 Infusion Pump
The SYS-6010 Infusion Pump is ACCURATE, RELIABLE and USER-FRIENDLY

The robust SYS-6010 Infusion Pump has multiple infusion modes to meet your requirements. Featuring 
a convenient touch screen, the pump is easy to use, delivers fast responses and accurate stable infusion.
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11 Built in handle for convenience

2 Alarm indicator

3 Touch screen

4 On/Off key

5 Automatic pump door (button)

6 Pump door

7 2 year warranty
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LCD touch-screen Automatic pump door 
mechanism with patented 

design, to ensure safe infusion

4 optional directions of pole 
clamp installation are available 

for different clinical needs

For product videos check out: www.jakmarketing.co.uk/medcaptain  

Dimensions: 100 (W) X 230 (H) X 190 (D) mm
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Specifi cations:

Dimensions:  100 (W) X 230 (H) X 190 (D) mm

Weight: 1.42kg

Screen: 2.4” LCD touch-screen (10 adjustable screen brightness   
                                                    settings and 7 adjustable colour settings)

Event Recording: Max 2000 events 

Battery Duration: 5 hours (at 25 ml/h with a new battery)

Applicable IV sets:  All infusion sets compliant with ISO 8536-4

Please Note: WIFI option available, please call our sales team for more information

Basic Parameter:

Infusion mode Rate, Time, Weight, Sequence, Drip Mode

Infusion range 0.10 - 1200.0 ml/h (0.03 - 400 d/min.)

Increment 0.1 - 99.99 ml/h, (min. increment 0.01 ml/h 
100- 999.9 ml/h, min. increment 0.1 ml/h
1000-1200 ml/h, min. increment 1 ml/h

VTBI range 0.10 - 99.99 ml min. increment 0.01 ml, 100.0-999.9ml, 1000-9999 ml

Pre-set time 00.00 - 99.59 (hh:mm) adjustable , step by 1 min.

Accumulated volume 0.0 - 99999.99 ml

Accuracy +/- 5%

KVO rate .1-50.00 ml/h adjustable, step by 0.01 ml/h, default rate 1 ml/h

Bolus rate Auto Bolus 0.10 - 1200 ml/hr3 bolus ways selectable auto/manual/rapid quantitative bolus  
Bolus VTBI 0.10 - 50 ml (Minimum increment 0.01ml)

3 Bolus ways 
selectable

Auto/Manual/Rapid Quantitative Bolus

Air-bubble detection 25 ul

Purge range 1200.0 ml/hr

Occlusion level 3 level selectable ( 300+/- 100) (550+/-+150), (900+/-200mmHg)

Recent therapy 20 recent therapy are recorded helps rapid infusion


