
QUATTROLUCI LED
Major Surgery Light

LIGHT THE WAY...
                                            With Leading Light Technology

The QUATTROLUCI LED Light can easily be positioned thanks to its rotation on 4 axes, making it an ideal 
solution for surgery lighting.

160,000 Lux @ 1m 
The multi-circular refl ector is designed to light up the work area thoroughly 
and suppress shadows.

Mobile            |              Wall Mounted            |             Ceiling Mounted            |              Double Head   

Features:
• Equipped with handy side handles to facilitate positioning.

• Features an ultra-resistant polycarbonate screen.

• The lighting body is ultra-fl at in order to not disturb the operator. 

• Ideal for practices that have limited room and therefore require a   
 smaller lamp. 

• Direct light technology

For more information or to order visit:
www.jakmarketing.co.uk/rimsa
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Performances QUATTROLUCI LED
Light intensity at 1m distance (Ec) 160,000 Lux

Colour temperature 4700 K ± 5 %

Colour rendering index (CRI) 94 Ra

Light fi eld diameter 340mm

Diameter and focus adjustment

Depth of illumination 
IEC 60601-2-41 (L1+L2) at 60%

109cm

Depth of illumination 
IEC 60601-2-41 (L1+L2) at 20%

174cm

Ratio between radiated energy Ee 
and illuminance Ec

347

Total radiated energy Ee 
where the illuminance reaches max level

570 W/m2

Electrical absorption 60W 

Average LED life > 60,000 hours

Control of the illuminance 20-100%

Battery backup available, please state your requirements at the same time as placing your order.
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